SGWA i
it M Certification body water

Industry Association
Gritlistrasse 44
CH- 8027 Zirich

Svai
w SSIGE

Certificate No.: 1210-6092

Applicant for Certification: = CEADESIGN S.r.l., Via A.de Gasperi 48, IT- 36060 Pianezze (VI)

from: 22.06.2012

The Swiss Gas and Water Industry Association (SGWA) certified, based on the technical standards W/TPW
101, the following article:

Rubric: Sanitary taps
Denomination: MILO 360, Innovo, Cartesio
Types: UCS 02 + CAR 40/ INV 90/ MIL 80

UCS 03 + CAR 41 /INV 91 /MIL 81
UCS 04 + CAR 44 /INV 92 / MIL 54
UCS 10 + CAR 27 /28/INV 30/31/32/MIL 37 /38/107
UCS 11+ CAR 29/30/MIL 57 / 58

DN: 1/2" PN: 10 tmax=70°C

Certification Standard: SGWA W/TPW 107 (11/08); EN 200
Validity: 31.10.2020

Notes / Conditions:

WITHOUT device to prevent backflow (according to EN 1717)

Acoustic group: Il S/A (UCS 02 + CAR 40/ INV 90 / MIL 80; UCS 03 + CAR 40 / INV 90 / MIL 80; USC 04 +
CAR 44 /INV 92 / MIL 54), | Z (USC 10 + CAR 27 /28 /INV 30/31/32/MIL 37 /38/107; USC 11 + CAR 29
/30 / MIL 57 / 58)

The customer is entitled to offer the above mentioned products as certificated by the SGWA and to use the
SGWA-conformity mark (publication in the list of certificates water).

Swiss Gas and Water Industry Association

accredited according to Certification body water

SN EN ISO/IEC 17065

Javier Fernandez

Zurich, 05.10.2015 Head page 1/2



CEADESIGN Sr.l., Via A.de Gasperi 48, IT- 36060 Pianezze (VI)

Rubric:
Denomination:

Types

Sanitary taps
MILO 360, Innovo, Cartesio

(o

Acoustic group Losses

Content Index

Metrological
class

UCS 02 (UP Build-in part)

70

Il SiA

Combined with collection:

CAR 40 (external parls)

INV 80 {external parts)

MIL 80 (external parts)

UCS 03 (UP Build-in part)

1z 10

70

{[R=17:8

Combined with collection:

CAR 41 (external parts)

INV 81 (external parts)

MIL 81 (external parts)

UCS 04 (UP Build-in part)

70

11 SIA

Combined with collection:

CAR 44 (external parts)

INV 82 (external parts)

MIL 54 (external parts)

UCS 10 (UP Build-in part)

70

Combined with collection:

CAR 27 {external parts)

CAR 28 (external parts)

INV 30 (external parts)

INV 31 (external parts)

INV 32 (external parts)

MIL 37 (external parts)

MIL 38 (external parts)

MIL 107 (external parts)

UCS 11 (UP Build-in part)

12" 10

70

Combined with collection:

CAR 29 (external parts)

CAR 30 (external parts)

MIL 57 (external parts)

MIL 58 (external parts)

Certificate 1210-6092
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SGWA Certification body water
Swiss Gas and Water

Industry Association
Gritlistrasse 44
CH- 8027 Zurich

SVGIW
w SSIGE

Certificate No.: 1210 - 6093

Applicant for Certification: CEADESIGN S.r.l.,, Via Valsugana 50, IT- 36022 Cassola (VI)

from: 22.06.2012

The Swiss Gas and Water Industry Association (SGWA) certified, based on the technical standards W/TPW
101, the following article:

Rubric: Sanitary taps
Denomination: MILO 360, Innovo, Cartesio, Gastone
Types: UCS 01+ CAR 15/INV 80/ MIL 02 / GAS 11

USC 09+ CARO0S8/10/31/32
USC09+INV10/11/12/20/21/22
USCO09+MIL04/08/09/34/35/105/106
USC 09+ GAS 04/05/06 /07

DN: 1/2 PN: 10 tmax=70°C

Certification Standard: SGWA W/TPW 107/2 (11/08); EN 817
Validity: 30.04.2020

Notes / Conditions:

WITHOUT device to prevent backflow (according to EN 1717)

Acoustic group: IS (USC 01 + CAR 15/INV 80/ MIL 02 / GAS 11), 1Z (USC 09 + CAR 09/10/31/32), 1Z
(USCO09+INV10/11/12/20/21/22),1Z(USC 09+ MILO4/08/09/34/35/105/106), 1Z (USC 09 +
GAS 04 /05/06/07)

The customer is entitled to offer the above mentioned products as certificated by the SGWA and to use the
SGWA-conformity mark (publication in the list of certificates water).

Swiss Gas and Water Industry Association

| accredited Certification body water

Z) according SN

EN 45011 T2 £
- L"

SCESp 028 =
Zurich, 20.04.2015 Philipp Aschwanden
Head page 1/2




CEADESIGN S.r.l., Via Valsugana 50, IT- 36022 Cassola (VI)

Rubric:
Denomination:

Types

Sanitary taps
MILO 360, Innovo, Cartesio, Gastone

BN S5 - Acoustic group  Losses

Content Index

Metrological
class

UCS 01 (UP Build-in part)

1/2* 10 70 IS

9

Combined with collection;

CAR 15 (external parts)

INV 80 (external parts)

MIL 02 (external parts)

GAS 11 (external parts)

UCS 09 (UP Build-in part)

1/2" 10 70 1Z

Combined wirh collection:

CAR 09 (external parts)

CAR 31 (external parts)

CAR 32 (external parts)

INV 10 (external parts)

INV 11 (external parts)

INV 12 (external parts)

INV 20 (external parts)

INV 21 (external parts)

INV 22 (external parts)

MIL 04 (external parts)

MIL 08 (external parts)

MIL 08 (external parts)

MIL 34 (external parts)

MIL 35 (external parts)

MIL 105 (external parts)

MIL 106 (external parts)

GAS 04 (external parts)

GAS 05 (external parts)

GAS 06 (external pars)

GAS 07 (external parts)

Certificate 1210 - 6093
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SVGW . Zertifizierungsstelle Wasser
Schweizerischer Verein

des Gas- und Wasserfaches
Gritlistrasse 44
CH- 8027 Ziirich

SVGIW
w SSIGE

Zertifikat Nr.: 1210-6092

Antragsteller: CEADESIGN S.r.l., Via A.de Gasperi 48, IT- 36060 Pianezze (VI)

vom: 22.06.2012

Gestiitzt auf das Priif- und Zertifizierungsreglement der Technischen Prifstelle Wasser (W/TPW 101)
zertifiziert der SVGW die folgenden Serienprodukte:

Rubrik: Ausflussventile
Bezeichnung: MILO 360, Innovo, Cartesio
Typen: UCS 02 + CAR 40/ INV 90/ MIL 80

UCS 03 + CAR 41 /INV 91 / MIL 81
UCS 04 + CAR 44 / INV 92 / MIL 54
UCS 10+ CAR 27 /28/INV 30/31/32/MIL 37 /38 /107
UCS 11 + CAR29/30/MIL 57/ 58

DN: 1/2 PN:10 tmax=70°C

Zertifizierungsgrundlage: SVGW W/TPW 107 (11/08); EN 200
Giiltigkeit: 31.10.2020

Bemerkungen / Auflagen:

OHNE Sicherungseinrichtung gegen Riickfliessen (nach EN 1717)

Armaturengerauschgruppe: Il S/A (UCS 02 + CAR 40 / INV 90 / MIL 80; UCS 03 + CAR 40/ INV 90 / MIL 80;
USC 04 + CAR 44 / INV 92 / MIL 54), 1 Z (USC 10 + CAR 27 /28 /INV 30 /31 /32 /MIL 37 / 38 / 107; USC 11
+ CAR 29/30/MIL 57 / 58)

Der Auftraggeber ist berechtigt, die oben erwahnten Produkte als SVGW zertifiziert anzubieten und das
SVGW-Konformitatszeichen zu verwenden (Publikation im Zertifizierungsverzeichnis Wasser).

Schweizerischer Verein des Gas- und Wasserfaches

akkreditiert nach Zertifizierungsstelle Wasser

SN EN ISO/IEC 17065

Javier Fernandez

Zurich, 05.10.2015 Leiter Seite 1/2



CEADESIGN S.r.l, Via A.de Gasperi 48, IT- 36060 Pianezze (VI)

Rubrik:
Bezeichnung:

Ausflussventile

Typen DN PN

MILO 360, Innovo, Cartesio

ce

Verluste
kWhi24 h

Ger#iusch-
gruppe

Inhalt

Index

Metrologische
Klasse

UCS 02 (UP-Kérper) 102" 10

70

11 878

]

Kombinierbar mit Kollektion:

CAR 40 (AP-Set)

INV 90 (AP-Set)

MIL 80 (AP-Set)

UCS 03 (UP-Kaérper) 17z 10

70

I S/A

Kombinierbar mit Kollektion:

CAR 41 (AP-Set)

INV 91 (AP-Set)

MIL 81 (AP-Set)

ucs o4 102 10

70

Il SIA

Kombinierbar mit Kollektion:

CAR 44 (AP-Sat)

INV 92 (AP-Set)

MIL 54 (AP-Set)

UCS 10 {UP-Kdérper) 1 10

70

Kombinierbar mit Kollektion:

CAR 27 (AP-Set)

CAR 28 (AP-Set)

INV 30 (AP-Set)

INV 31 (AP-Set)

INV 32 (AP-Set)

MIL 37 (AP-Set)

MIL 38 (AP-Set)

MIL 107 (AP-Set)

UCS 11 (UP-Kbrper) 12" 10

70

Kombinierbar mit Kollektion:

CAR 28 (AP-Set)

CAR 30 (AP-Setl)

MIL 57 (AP-Set)

MIL 58 (AP-Set)

Zertifikat 1210-6092
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SVGW Zertifizierungsstelle Wasser
Schweizerischer Verein

des Gas- und Wasserfaches
Grutlistrasse 44
CH- 8027 Zirich

SVGW
w SSIGE

Zertifikat Nr.: 1210 - 6093

Antragsteller: CEADESIGN S.r.l., Via Valsugana 50, IT- 36022 Cassola (VI)

vom: 22.06.2012

Gestutzt auf das Prif- und Zertifizierungsreglement der Technischen Prifstelle Wasser (W/TPW 101)
zertifiziert der SVGW die folgenden Serienprodukte:

Rubrik: Ausflussventile
Bezeichnung: MILO 360, Innovo, Cartesio, Gastone
Typen: UCS 01 + CAR 15/INV 80 / MIL 02 / GAS 11

USC09+CAR09/10/31/32
USCO09+INV10/11/12/20/21/22
USC09+MILO4/08/09/34/35/105/106
USC 09+ GAS04/05/06/07

DN: 1/2° PN: 10 tmax=70°C

Zertifizierungsgrundlage: SVGW W/TPW 107/2 (11/08); EN 817
Gultigkeit: 30.04.2020

Bemerkungen / Auflagen:

OHNE Sicherungseinrichtung gegen Rickfliessen (nach EN 1717)

Armaturengerauschgruppe: 1IS (USC 01 + CAR 15 /INV 80/ MIL 02 / GAS 11), 1Z (USC 09 + CAR 09/ 10/ 31
/32),1Z (USC09+INV10/11/12/20/21/22),1Z(USC 09 + MIL 04 /08/09/34/35/105/108), 1Z (USC
09+ GAS 04/05/06/07)

Der Auftraggeber ist berechtigt, die oben erwahnten Produkte als SVGW zertifiziert anzubieten und das
SVGW-Konformitatszeichen zu verwenden (Publikation im Zertifizierungsverzeichnis Wasser).

Schweizerischer Verein des Gas- und Wasserfaches
akkreditiert nach Zertifizierungsstelle Wasser
SN EN 45011 Ay

e T

Philipp Aschwanden
Leiter Seite 1/2

Zurich, 20.04.2015



CEADESIGN S.r.l., Via Valsugana 50, IT- 36022 Cassola (VI)

Rubrik:

Bezeichnung:

Typen

Ausflussventile
MILO 360, Innovo, Cartesio, Gastone

- Gerédusch- Verluste
DN PN ¢ gruppe kWh/24 h

Inhalt

Index

Metrologische
Klasse

UCS 01 (UP Einbauteil)

172" 10 70 IS

9

Kombinierbar mit Kollektion:

CAR 15 (AP-Set)

INV 80 (AP-Set)

MIL 02 (AP-Set)

GAS 11 (AP-Set)

UCS 09 (UP Einbauteil)

1/2" 10 70 1z

Kombinierbar mit Kollektion:

CAR 09 (AP-Set)

CAR 31 (AP-Sef)

CAR 32 (AP-Set)

INV 10 (AP-Set)

INV 11 (AP-Set)

INV 12 (AP-Set)

INV 20 (AP-Set)

INV 21 (AP-Set)

INV 22 (AP-Set)

MIL 04 (AP-Set)

MIL 08 (AP-Set)

MIL 08 (AP-Set)

MIL 34 (AP-Set)

MIL 35 (AP-Set)

MIL 105 (AP-Set)

MIL 106 (AP-Set)

GAS 04 (AP-Set)

GAS 05 (AP-Set)

GAS 06 (AP-Set)

GAS 07 (AP-Set)

Zertifikat 1210 - 6093
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